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MODIfIED THRIE BEAM
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TWO (2) EACH~ HEX NUT
AND BOL T /IF/I. lY2/1 LONG
REQUIRED (ONE (1) AT TOP
ONE (1) AT BOTTOM.
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OTHER POSTS AND/OR BLOCKOUTS THAT HAVE MET THE REQUIREMENTS
OF THE LATEST INDUSTRY GUIDELINES AND HAVE RECEIVED LETTERS OF
APPROVAL FROM THE FEDERAL HIGHWAY ADMINIS TRA TION AND MISSISSIPPI
DEPARTMENT OF TRANSPORTATION MAY BE USED IN LIEU OF THE POST AND
BLOCKOUT SHOWN ON THIS STANDARD.

GUARDRAIL SHALL BE SINGLE FACED UNLESS OTHERWISE DESIGNATED.

GUARDRAIL SECTIONS SHALL BE LAPPED IN THE DIRECTION
OF TRAFFIC FLOW FOR THE LANE NEAREST THE GUARDRAIL. THE
ONLY EXCEPTION NOTED IS THAT GUARDRAIL IS TO BE LAPPED FOR
APPROACHING TRAFFIC ON A BRIDGE WITH 2-WAY TRAFFIC.

FOR FASTENER DETAILS NOT FOUND ON THIS SHEET. SEE SHEET GR-IB.

FOR OTHER DETAILS OF POSTS. POST ACCESSORIES. FASTENERS
& RAIL ELEMENTS. SEE AASHTO-AGC-ARTBA JOINT TASK
FORCE NO. 13. TITLED /lA GUIDE TO STANDARDIZED HIGHWAY
BARRIER HARDWARE./I LATEST EDITION.

BACK-UP PLATE REQUIRED AT ALL NON-SPLICE POSTS.

POSTS AND BLOCKOUTS SHALL CONFORM TO AASHTO M 183M/M 183
OR ASTM A 769/ A 769M (EXCEPT UL TRASONIC TESTING). THEY SHALL
BE GAL VANIZED IN ACCORDANCE WITH AASHTO M 111 EXCEPT WHEN
CORROSION RESISTANT STEEL POSTS ARE REQUIRED IN WHICH
CASE BOTH POSTS AND BLOCKOUTS SHALL CONFORM TO AASHTO
M 222/M 222M AND SHALL NOT BE PAINTED OR GAL VANI ZED. NO PUNCHING
DRILLING OR CUTTING WILL BE PERMITTED AFTER GALVANIZING EXCEPT
FOR HOLES TO MOUNT GUARDRAIL DELINEATORS.

~ >- MISSISSIPPI DEPARTMENT OF TRANSPORTATION
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STANDARD PLAN

GUARDRAIL SHALL MEET THE REQUIREMENTS OF AASHTO M 180.
CLASS A. TYPE 1 UNLESS OTHERWISE DESIGNATED.
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GUARDRAIL BOL T /lB/I AND
RECESSED NUT

M14 X 18
(OR W14 X 22)
MODIFIED
STEEL BLOCKOUT.
22/1 LONG
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OPT IONAL: 24/1 X 12/1 STEEL SOIL BEARING PLATE. 1/4/1 THICK.
WELDED TO POST WHERE SPECIFIED ON PLANS. WELD TOP. BOTTOM
AND THREE 3/1 WELDS ON EACH SIDE.
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SINGLE-FACED BARRIER DOUBLE-FACED BARRIER

SECTION A-A

GENERAL NOTES:

*-NOTE: UNLESS SPECIFIED OTHERWISE ON THE PLANS.

ASSEMBLY
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BOL T /I A/I AND RECESSED
NUT. REQUIRED PER SLICE

-

I I
21/4/1
~

4.0/1

4.
TWO (2) EXTRA HOLES IN POS T

TWO (2) EXTRA HOLE IN BLOCK OUT

W6 X 9

II,!: /I I
r STEEL POST

~ ~ M14 X 18
I I (OR W14 X 22)
I I ~

<.£) STEEL 5.

I I

;:,::::
BLOCKOUT['-

\
J

6.
<±> <±>

\ 7.

6'- 3/1

GUARDRAIL BOLT /lB/I
AND RECESSED NUT

I ... 6/1 __ 1

31/ 4/1

14.0/1

I I
21/4/1
~I

4.0/1

II
II
II

_11+
I II
-r-+
_11+
I

I
@

POST GUARDRAIL
FACE FACE

BLOCKOUT

2/1
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DO NOT BOLT
FOR MODIFIED
THRIE BEAM
IMPLEMENT ATION.
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/ / ' LONG.
REQUIRED (ONE (1) AT TOP
AND ONE (1) AT BOTTOM.
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ELEVATION SECTION

GUARDRAIL SPLICE DETAIL

DETAILS OF ADJUSTABLE HEIGHT BLOCKOUT ASSEMBLY
NOTES:

1. ON INITIAL INSTALLATION. THE TOP HOLE IN THE BLOCKOUT SHALL BE FASTENED TO THE TOP HOLE IN THE POST.
OTHER HOLES IN THE POST AND BLOCKOUT ARE FOR FUTURE 2/1 HEIGHT ADJUSTMENTS WHEN THE ROADWAY IS RESURFACED.

2. HOLE DETAILS ARE REQUIRED ON ALL STEEL POSTS AND BLOCKOUTS.

3. STEEL POSTS AND BLOCKOUTS ARE FABRICATED FROM W6 X 9 AND M14 X 18 (OR W14 X 22) STRUCTURAL STEEL SHAPES.
RESPECTIVEL Y.

4. ALL HOLES IN BOTH POSTS AND BLOCKOUTS ARE 714/1 IN DIAMETER.
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TRANSITION SECTION
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BACK-UP PLATE REQUIRED AT
ALL NON-SPLICE POSTS
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NOTE: THE CROSS-SECTIONAL DIMENSIONS FOR THE
/lW/I AND THRIE BEAM ENDS OF THE TRANSITION SECTION
ARE THE SAME AS THEIR RESPECTIVE TYPICAL GUARDRAIL
SECTIONS.

~

co;:,::::
U)

~

( ~ <
~

~
r0IS>

['- N
I

OPTIONAL: HOLES USED ONLY

"w" THRIE-BEAM

Y32 X lYs SLOT FOR
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NO BOLT FOR
MODIFIED THRIE BEAM
IMPLEMENT ATION.


